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  This jig allows you to reassemble the trigger, hammer, disconnector and 
their springs outside the receiver so you can observe their engagement and 
clearance. The jig will help you determine and observe what adjustments 
you wish to make with the factory, and many aftermarket, triggers. This jig 
contains pins for .154" diameter trigger and hammer pin receivers only.

HOW TO USE
  Remove the upper receiver group from the lower receiver group. Remove 
the hammer pin and pull out the hammer and hammer spring. Next, remove 
the trigger/disconnector pin and remove the trigger and disconnector as a 
unit. Remove the grip; don’t lose the safety spring and detent, and then re-
move the safety. Now you are ready to reassemble the hammer, trigger, and 
disconnector, with their respective springs, on the left side of the receiver 
using the jig and the hammer block.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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Figure 1

Figure 2

Figure 3

  Take one of the pins and 
push the threaded end 
through the trigger/discon-
nector assembly with the 
springs correctly installed 
until the threaded end is 
flush with the right side 
of the trigger. Push the 
threaded end of the other 
pin through the hammer 
and hammer spring until 
the threaded end is also 
flush with the right side of 
the hammer. (See Figure 1.)

  Take the trigger/discon-
nector assembly and put the 
trigger shoe through the oval 
hole on the narrow leg of the 
jig and, while compressing 
the trigger spring, push the 
pin all the way through the 
lower, small hole on the wide 
leg of the jig until the head of 
the pin is against the trigger 
assembly. (See Figure 2.)

  With the hammer and hammer spring in the correct position in relation 
to the trigger, insert the pin all the way through the small hole in front and 
above the trigger pin hole until the head of that pin is against the hammer 
itself. (See Figure 3.)
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To Disassemble:
  Remove wing nuts and washers; uncock hammer; remove dry fire block; 
pull assembled jig,  hammer and trigger/disconnector away from the re-
ceiver.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.
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  Slip the rubber washers over the threaded 
end of the pins on the right side of the receiver 
and tighten the wing nuts against the wash-
ers. You may have to hit the pins again with 
your mallet to be sure the trigger, hammer, 
and jig assembly as a whole is tight against 
the side of the receiver, and snug down the 
wing nuts once again. (See Figure 7.)

  At this point pull back the hammer and 
cock it. Depress the magazine catch and 
insert the hammer block into the receiver 
from the top until the magazine catch locks 
it into place. (See Figure 5.)

  Reach through the action with one finger to help align the pins and push 
them completely through the receiver. If necessary, gently tap on the heads 
of the pins with the handle of a screwdriver or a plastic mallet to make sure 
the jig is flush against the left side of the receiver and that the assemblies 
are flush with the side of the jig. (See Figure 6.)

  Your trigger and hammer are now assem-
bled on the jig and ready to be mounted on the 
lower receiver. Leave the hammer uncocked 
and start the pins into the hammer and trig-
ger pin holes on the left side of the receiver 
and push them through until they are just 
sticking out of the right side of the receiver. 
(See Figure 4.)

  The setup is now complete and you can observe the sear engagement, the 
disconnector engagement and clearance. (See Figure 8.)


