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  Synthetic stones made of ceramic materials have gained greater accep-
tance within the trade as people learn of unique positive qualities of these 
abrasive tools. Being man-made, the ceramic stones are absolutely uniform 
in abrasion and consistency. Unlike natural stones, ceramic stones do not 
have inclusions, fault lines or variations  in color. Well made ceramic stones 
are absolutely 100% uniform.
  Your new Hammer Slot Stone is made to our specifications by one of the 
largest and most reputable producers of ceramic products in the world. The 
5" medium grit stone is approximately .305" square, making it ideal for a 
variety of applications. It’s perfect for polishing and smoothing the inside 
surfaces between the frame tangs of the 1911 Auto and the sides of the ham-
mer slot cut on the 1911 slide. Smoothing these surfaces provides improved 
hammer functioning and helps lighten trigger pull.
  As an added bonus, this stone works well on both Ruger and Smith & 
Wesson double-action revolvers. It can be inserted into the Ruger’s frame 
through either the hammer or trigger assembly openings to remove internal 
burrs and can also be used to smooth contact surfaces on the transfer bar, 
trigger or hand and other internal components. Contact surfaces inside the 
Smith & Wesson revolver frames can be smoothed with this stone as can all 
the individual parts.

HOW TO USE
  Ceramic Stones should always be used with water or a commercial honing 
oil to keep the pores of the stone free of metal particles. If the metal particles 
removed by the stones’s abrasive action are allowed to build up in and on 
the surface of the stone, it will severely limit the stones’ cutting ability. If 
water is used, be sure to thoroughly dry the metal parts that were stoned to 
prevent any possibility for rust developing.
  If a ceramic stone does become “loaded” with metal particles, it can nor-
mally be cleaned with hot soapy water and a soft scrub brush. In addition, a 
rubber eraser can be rubbed over the stone to remove metal particles.
  When not in use, the ceramic stones should be stored in individual contain-
ers to protect them from dirt, dust and damage from chipping. Brownells  
Celluplastic Tubing is ideal for this purpose.
  One last but very important reminder: when stoning any firearm com-
ponent, be SURE to THOROUGHLY CLEAN the parts to remove ALL traces 
of the abrasive stone. Bits of abrasive left in the gun could damage the 
mechanism.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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READ & FOLLOW  THESE

INSTRUCTIONS


