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  Brownells Cleaning Rod Rack provides convenient, vertical storage and 
organization for your cleaning rods. Because cleaning rods are usually very 
flexible they can be easily bent and become unserviceable if stored improp-
erly. By mounting the Cleaning Rod Rack on a wall adjacent to your cleaning 
bench, or on the end of your bench, you can help prevent damage and always 
have your cleaning rods available and ready to use. The Cleaning Rod Rack 
can also be used to hold screwdrivers or other hand tools that will fit through 
the slots and into the retaining holes.

HOW TO USE
  Choose a mounting location for your rod rack by first measuring your 
longest cleaning rod. Select a location that places the threaded end of the 
longest rod a minimum of 12" from the floor. The rack should be mounted so 
the Brownells logo is readable left to right. This places the retaining ledge 
at the front of the rack in the correct position. The ledge prevents cleaning 
rods or tools from moving forward and falling off the rack when vibration or 
movement occurs at your bench. 
  Two, #8, “Y”-head, 1" long, Phillips head wood screws are provided along 
with the correct size plastic, hollow wall anchors. The hollow wall anchors 
are used only if you are mounting the cleaning rod rack on drywall or 
some other surface that does not have a backing or is not more than 1" 
thick. 
  After you have determined the placement of your cleaning rod rack, 
hold the rack against the mounting surface, level the cleaning rod rack 
and mark the centers of the two countersunk mounting holes with a 
soft-lead pencil. If you are mounting the cleaning rod rack onto a wooden 
surface, like the end of your workbench, first drill an 1⁄8" diameter pilot 
hole on the two pencil marks. Pilot holes will allow for easier installation 
of the #8 wood screws. Place the rod rack onto the mounting surface, 
align the screws through the rod rack, into the pilot holes and turn the #8 
wood screws directly into the mounting surface using the correctly sized 
Phillips head screwdriver. 
  If you are mounting the rod rack onto a drywall or plaster wall, or a wall 
that does not have a solid backing, first drill drill a 3⁄16" diameter hole on 
your mounting marks and insert the hollow wall anchors into the holes.  
Gently tap the top of the hollow wall anchors with a plastic or nylon ham-
mer until the lip of the anchor is flush with the surface of the wall. Place 
the rod rack over the wall anchors, align the screws through the rod rack 
and turn the #8 wood screws directly into the hollow wall anchor using the 
correctly sized Phillips head screwdriver. Do not overtighten the #8 wood 
screws into the hollow wall anchors.
  After mounting, your cleaning rod rack is ready to use.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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READ & FOLLOW  THESE

INSTRUCTIONS


