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GUNSMITH’S PREMIUM

EJECTOR
REMOVAL TOOL
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Brownells Ejector Removal Tool is a versatile fixture that aids in the remov-
al and installation of the spring loaded ejector plungers found on standard 
.700” and .510” diameter bolts.  It is the third hand that is needed when 
depressing the ejector plunger and driving out the pin that retains it in the 
bolt.  The handle is designed to work with .223, standard, and magnum bolt 
faces, and will depress the plunger while the tool holds the bolt in position 
so you can drive out the retaining pin.

The complete tool comes with five parts:
1. Bolt Cradle 
2. Handle Assembly 
3. Handle Support 
4. Capscrew 
5. Large Bolt Face Adapter 

Determine which diameter cradle you need to use 
with your bolt.  The larger cradle will work with most 
centerfire bolt action and AR-style .308 rifles, while 
the smaller cradle will work with AR-15 bolts.

HOW TO USE

DISASSEMBLY

Step 1.  If handle is not already screwed into handle 
support, do so at this time. Place handle support in front 
of the cradle you will be using and attach using capscrew.  
Snug down capscrew with 3/16” Allen wrench.

Step 2.   If the bolt face is a .223 size, you can use the handle as is, but if the 
bolt face is standard or magnum, place adapter on end of handle.

Step 3.    For bolt action rifles, place bolt in cradle 
making sure ejector retaining pin is over slot in 
handle support.  On both .223 and .308 caliber 
AR-style rifle bolts you want to make sure the 
ejector retaining pin is over the holes in the bolt 
cradle.

Step 4.   Screw the handle assembly so the tip 
contacts the extractor plunger and continue 
screwing in the handle until you feel the tip bot-
tom out on the bolt face.

Step 5.   Take the appropriate pin/roll pin punch and drive 
out the ejector retaining pin into the recess in the tool and 
pull out the punch.

Step 6.    Unscrew the handle and allow the ejec-
tor plunger to come out of the bolt face, being 
sure you maintain control of the plunger and 
spring as it comes out of the bolt face.  Plunger 
should pull right out and then you can access 
spring with a pin punch or fine pointed pick.

REASSEMBLY

Step 1.    Insert spring into the ejector hole and then place ejector into hole 
also.  Be sure that the retaining slot of the ejector plunger is oriented cor-
rectly for the retainer pin. 

Step 2.   Place bolt into cradle and screw down the bolt handle making sure 
the tip is contacting the ejector plunger face and ejector is in line with the 
hole.  Screw the handle in, compressing plunger and spring into the hole 
until tip contacts bolt face.

Step 3.    Place retaining pin into retaining pin hole and tap into place with 
punch and hammer.

Reassemble the firearm according to the manufacturer’s instructions. Check 
for proper functioning using ACTION PROVING DUMMIES. Make sure ALL 
SAFETY MECHANISMS are fully functional as designed and approved by 
the manufacturer. If these tests prove satisfactory, test-fire the firearm with 
live ammunition in a SAFE and APPROPRIATE manner. IMPORTANT! Start 
the live ammunition tests by first loading an ACTION PROVING DUMMY, 
then a live round, into the magazine. Only after several tests have been 
conducted in this manner should additional rounds be placed in the maga-
zine and fired.

The handle support
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WARNING

  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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READ & FOLLOW  THESE

INSTRUCTIONS


