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WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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  Brownells Magna-Tip Ratcheting Handle is designed to allow you to ef-
ficiently tighten and loosen fasteners found on firearms by eliminating the 
need to lift the tool from the work to reposition it for each turn as with stan-
dard screwdrivers. It features an ergonomic handle for added comfort and 
control, and is compatible with all Brownells Magna-Tip bits for ultimate 
versatility. The stainless steel shaft features a magnetic bit holder that al-
lows bits to be removed and inserted quickly and easily. An adjusting ring 
at the base of the handle allows you to control the direction of the ratcheting 
motion, or completely lockout the ratchet when desired.

HOW TO USE
  To use the handle, rotate the adjusting ring until the indicator lines up 
with the arrow pointing in the direction the fastener needs to be turned. The 
tool will drive the fastener in the designated direction and will  disengage 
when the handle is reversed, allowing you to continue driving the bit in the 
same direction without having to lift the tool from the work. Rotating the 
adjusting ring to the opposite arrow reverses the driving and ratcheting 
action. If no ratcheting is desired, the adjusting ring can be placed in the 
center position to lock the shaft and handle together to act like a conven-
tional T-handle driver.
  When turning very small or loose fasteners, it may be necessary to use 
your finger to apply slight friction to the bit or fastener in order to start the 
ratcheting action and keep the fastener from reversing with the motion of 
the handle. After enough threads are engaged, there will be sufficient drag 
to make this unnecessary. At the other extreme, if it becomes necessary to 
apply a great deal of force to break loose a stubborn fastener or tighten one 
to a high torque value, we recommend utilizing a straight, conventional 
Magna-Tip screwdriver handle for maximum control and to allow more 
downward pressure to be exerted on the bit.
  Because the ratcheting feature allows an uninterrupted turning motion, 
this wrench is far more efficient and easier to control with Torx and socket-
head fasteners that prevent the bit from wandering. When using this tool 
with slotted fasteners, use care to ensure the bit remains centered in the 
slot at all times. This will help prevent slipping out of the slot and marring 
the surrounding surfaces. As with all screwdrivers, it is important to make 
sure the bit is the correct size for the fastener and the tool is kept properly 
aligned with the work.
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READ & FOLLOW  THESE

INSTRUCTIONS


