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WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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  The following instructions will explain how to remove an existing rifle 
stock and how to install the rifle completion kit.

HOW TO USE
REMOVING AN EXISTING RIFLE STOCK AND EXTENSION:

1) Remove the buffer and buffer spring from the receiver extension tube.
2)  Using a screwdriver, remove the rear screw at the top of the buttstock 

plate.
3)  Once the screw is removed, the A1 and A2 buttstock should slide right off 

the receiver extension tube to the rear. Note: on the A2 buttstock there 
is a spacer that may remain inside the stock or stay on the rear of the 
extension tube so be sure to keep it with the stock you just removed so it 
doesn't disappear.

4)  When you remove your buttstock, be careful not to lose the takedown pin 
detent and detent sprint. Remove these from the rear, and also remove the 
takedown pin from the side of the receiver and set them aside.

5)  At the rear of the receiver extension tube you will find a raised boss with 
two flat sides. Take an armorer's tool and place it over the boss, or use a 
crescent wrench and tighten it down on the flats.

6)  Before trying to remove the extension tube, take hold of the receiver and 
place your thumb over the buffer detent so it won't fly out as you remove 
the extension tube and depress it sightly.

7)  Using the crescent wrench or armorer's tool turn the extension tube 
counter-clockwise as viewed from the rear to loosen it. Once loosened you 
should be able to set down the tool or wrench and unscrew the extension 
tube by hand and remove the buffer detent and detent spring and set 
aside. The receiver is now ready to have the new receiver extension tube 
and buttstock installed.

INSTALLING THE RIFLE STOCK COMPLETION KIT:

1) Screw the receiver extension into the receiver about 3/8".
2)  Take the buffer detent spring and insert it in the hole in the receiver just 

ahead of the receiver extension and place detent on top of spring.
3)  Using your thumb compress detent and spring so you can finish screwing 

in the receiver extension until it is snug against the receiver.
4)  Slowly remove your thumb as the receiver extension should be just catch-

ing the buffer detent and retaining it in place.
5)  At the rear of the receiver extension tube you will find a raised boss with 

two flat sides. Take an armorer's tool and place it over the boss or a cres-
cent wrench and tighten it down on the flats. Then tighten the receiver 
extension to approximately 35 to 39 ft/lbs torque.

6)  For an A1 rifle stock, you can slip, the stock onto the boss at the rear end 
of the receiver extension about halfway and proceed to step 8.

7)  For an A2 rifle stock, place the spacer onto the boss at the rear end of the 
receiver extension and slip the stock onto the receiver extension about 
halfway.
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8)  Take your takedown pin and install it into the receiver from the right side 
and then take the takedown detent and insert into the small hole at the 
rear of the receiver and follow it with the detent spring.

9)  Slide the buttstock on the rest of the way, making sure the detent spring 
goes straight into the hole and does not get kinked to the side.

10)  Holding the stock firmly against the receiver, take the buttstock screw 
and put in the upper hole in the buttplate and tighten it down snug.

11)  If you can rotate your pivot pin, then rotate it until the detent snaps 
into the pivot pin slot.

12) Insert buffer spring and buffer.
13) Your rifle stock has now been installed.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.
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