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  The Brownells Enhanced Safety Button is a direct replacement for the fac-
tory button that features all-metal construction for durability and a higher 
profile for improved handling characteristics. The unique raised pad allows 
the user to easily manipulate the safety under all conditions, even while 
wearing gloves. The button is reversible and allows the user to position the 
button in the manner they find most comfortable. Placing the raised pad 
toward the rear will make the safety easier to reach for people with short 
thumbs, while those with longer thumbs may prefer the pad located farther 
forward. The prominent thumb pad provides much needed traction for the 
user and adds a very positive feel to the safety operation, thus insuring 
that when the operator goes to put the gun "on safe," it does so each and 
every time.

HOW TO USE
Installation Instructions:

1)  Unload the gun, cycle the action all the way to the rear, and move it 
forward approximately 1" (2.5cm). Unscrew the takedown screw at the 
front of the magazine and remove the barrel.

2)  Push out the triggerguard retaining pin and lift the trigger assembly up 
and rearward to remove. Right and left shell stops can now be removed. 
See figures 18 & 19.

3)  Slide the bolt ahead until the bolt slide and bolt are aligned with the 
cutouts in the receiver. Lift the bolt slide to remove it. The bolt can now 
be pushed out the front of the receiver. See figures 20 & 21.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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1)  Remove whatever remains of the safety button to expose the head of 
the screw.

2)  Reach into the receiver, hold the safety block in place, and remove the 
screw with pliers or similar tool. Remove the safety block from receiver 
and set it aside. See figure 26.

3)  Lift the metal safety plate to see 
if the detent ball and spring are 
still in place. Replace if necessary. 
See figure 27.

4)  Position the safety block as shown in 
figure 28. Place the safety block up in 
the receiver so the raised portion at 
the top protrudes into the safety slot 
in the frame and hold it in place. 

5)  Replace spring and detent ball if needed. Place metal plate and safety 
button in the safety groove and 
align the screw hole with the hole 
in the safety block.

6)  Start the safety screw into the safe-
ty block and tighten with a screw-
driver. Once it is in place, check the 
safety for a full range of motion.

7)  Reassemble firearm and leave 
unloaded. Check safety for proper 
function by attempting to pull the 
trigger of the unloaded gun while 
the safety is in the ON position and 
the barrel is pointed in a safe direction. If the hammer falls with the 
safety engaged, the safety block is likely reversed and will need to be 
reinstalled. If the safety operates smoothly and prevents the trigger from 
being pulled while in the ON position, the replacement is complete.

Figure 27
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Figure 28
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Push forward and lower the rest of the assembly into place. Do not force 
it in. 
If the triggerguard refuses to go 
into place easily lift it out and 
check to be sure both, shell stops 
are installed correctly. If they 
are positioned correctly and the 
trigger unit still does not drop 
into place, move the bolt forward 
or rearward about ¼" (6.4mm) 
and try again until the trigger 
guard assembly goes in without 
resistance. See figure 23.

5)   Replace the triggerguard retaining pin and check gun for function before 
loading.

 Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.

Figure 23

Reassembly Instructions: 

1)  Insert the bolt through the front of the receiver and position it under the 
cutouts in the frame.

2)  Place the bolt slide onto the bolt 
with the notches for the action arms 
toward the front shown in the pho-
tograph. Move the forend back and 
forth slightly until the slide locks 
onto the action bars and seats into 
the bolt. Leave the action in this 
position.

3)  Place the left and right shell stops 
into position as shown in figure 22. 
The right shell stop has a raised stud 
that fits into the hole in the lower 
right side of the receiver below the 
ejection port. The hooks of both shell stops should point inward toward 
each other when installed properly. 

4)  Hold both shell stops in position and place the front of the triggerguard 
assembly into its recess in the receiver. 

Figure 22


