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  Some earlier model, centerfire Remington rifles have an extractor that 
is riveted inside the face of the bolt. If the extractor breaks or fails, it must 
be removed and new extractor and rivet installed. Brownells Remington 
Extractor Rivet Anvil is adapted from a factory production tool design and 
has ample strength to securely rivet extractors for many years of continu-
ous shop use.

HOW TO USE
  After disassembling the bolt, the old rivet and extractor must be removed. 
It may be necessary to drill out the old rivet to remove it. Make sure both 
the rivet hole and the extractor seating groove are clear, and do not contain 
any dirt, grease or material that will interfere with the installation of the 
new components.
  Clamp the Brownells Remington Extractor Rivet Anvil in your vise on the 
stepped portion of its base (which keeps it from being driven through the 
vise jaws) so you have access to the “anvil” - the small, undercut protrusion 
opposite the base.
  Insert the new extractor into the seating groove in the face of the bolt 
and align the hole in the extractor with the corresponding rivet hole in 
the bolt. The head of the rivet should be on the inside of the bolt face and a 
small portion of the rivet’s shank should extend slightly beyond the outer 
surface of the bolt.
  With your left hand, hold the bolt in a horizontal position and place the 
face of the bolt on the Brownells Remington Extractor Rivet Anvil so the 
extractor rivet is held in place by the top of the anvil. Firm pressure will be 
required to keep the bolt, the extractor and the rivet in place. Short, fairly 
light strokes of a small, 4 oz., ballpeen hammer should be used to seat the 
rivet. The objective is to compress the end of the rivet and “mushroom” the 
shank out in an even and uniform manner. Be very careful you do not bend 
the rivet to one side. Also, make sure you exert continuous pressure on the 
head of the rivet with the anvil of the Brownells Remington Extractor Rivet 
Anvil so the rivet pulls the extractor snugly into place.
  The outside of the extractor rivet hole is slightly chamfered. Much of the 
rivet stock will flow into this chamfer as you peen the end of the rivet shank. 
A small amount of excess rivet stock will normally protrude beyond the 
surface of the exterior of the bolt. This material must be dressed down care-
fully with a small file.
  After the extractor has been installed, reassemble the firearm according 
to the manufacturer’s instructions and test for proper functioning using 
DUMMY ACTION PROVING ROUNDS: DO NOT USE LIVE AMMUNI-
TION FOR THIS TEST! This new extractor should hold the cartridge case 
securely, and extraction and ejection should be positive. Check for looseness 
of both the extractor and the cartridge case after cycling a few DUMMY 
ROUNDS through the action.
  If the rifle functions properly it can then be test-fired with live ammunition 
in a safe and appropriate manner. After test-firing, examine the cartridge 
cases closely for signs of binding or marring of the cases by the extractor.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.

m m

 S
A

V
E

 T
H

E
S

E
 IN

S
T

R
U

C
T

IO
N

S
 IN

 Y
O

U
R

 
B

R
O

W
N

E
LL

S
 G

U
N

S
M

IT
H

S
 D

A
TA

 R
IN

G
 B

IN
D

E
R

#080-740-000

U|xaFAIAGy10885lz[

READ & FOLLOW  THESE

INSTRUCTIONS


