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WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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  The recoil pad jig consists of an adjustable triangle the pad is mounted 
to while it is dressed sized. A support is attached to the sander table and is 
used to stabilize and as a pivot point to orient the jig. Operation is simple 
and consists of 5 basic steps pictured on the instructions.

HOW TO USE
  First you will have the support so that the support swivel is approximately 
half the width of a standard stock or roughly 7/8 inch away 
from the surface of the disc or belt of the sander. (SEE 
PHOTO 1) This can be done by drilling a 5/16 inch hole 
through the table in an area that is parallel on the top 
and bottom or by use of separate jig that will attach to 

the sander or sander support and 
maintain a sturdy support posi-
tion. Remove the lower hex nut 
and install the post in the table 
with enough of the post protrud-
ing below the table to install and 
tighten the other hex nut. (SEE 
PHOTO 2) Positioning the support in this manner 
will assure the proper con-
tour of each side, heel and 
toe of the new recoil pad.

1.  Prepare the stock by cutting and sanding the 
butt to the desired length and pitch desired 
with the thickness of the new recoil pad in 
mind. Attach the recoil pad firmly to the stock. 
Once the pad is secure, scribe a line on the back 
of the pad as close as possible to the stock, with 
a sharp scribe. (SEE PHOTO 3)

2.  Remove the pad from 
the stock and attach it to 
the base of the jig with the toe of the pad to the 
bottom of the jig (short section). (SEE PHOTO 4)

For better visibility you can rub some light col-
ored chalk into the groove 
before grinding.
 3.  Loosen the thumb 

screw in the slide 
block and hold the pad 
against the butt of the 
stock. (SEE PHOTO 5)

Match the rod angles of 
the jig to angles of the 

stock at comb (long section) and bottom (short 
section). (Note that some stocks do not match 
angles completely so may have to split the differ-
ence between top and bottom of the stock.) Match 

the angles as close as possible 
and lock the adjustment 
block down with the thumb 
screw finger tight to avoid a 
change of the angles.
4.  Insert the hook on the trian-

gular jig into the bottom swivel of the support ring 
(SEE PHOTO 6) 
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and dress the pad to size by sanding it just enough 
to remove the scribed line. (SEE PHOTO 7) This is 
necessary because the line was drawn outside the 
edge of the stock.
5. Remove the pad from the jig and transfer it to 
the stock. (SEE PHOTO 8) No further dressing 
should be required.

NOTE: The entire grinding operation is done with the pad on the jig. The 
stock is not in the vicinity of the sander, hence there is never any need to 
refinish a stock because of pad fitting. You should apply an appropriate 
wood sealer to any freshly-cut wood stock.
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