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  The Beretta 92F contains both solid and coiled spring expansion pins. 
The expansion pins are NOT standard roll pins. They do have a hole 
through the length of the pin but it is not centered and the use of roll pin 
punches to remove these pins may result in damage to the pin or firearm. 
Brownells Beretta Pin Punches are made to the correct metric diameters 
to fit both the solid and expansion pins.

HOW TO USE
  Wear eye protection when using any punch. Safety glasses and/or a full 
face shield MUST be worn to minimize the chance of eye injury when 
using Brownells Beretta Pin Punches. Secure the workpiece in a padded 
vise so it will not shift or move when the punch is used. Make sure the 
hammer used is of the proper weight and that the hammer head is in good 
condition and properly secured to the handle.
  There are four Beretta Pin Punches: The 1.5mm Punch is used for 
removal and final installation of the Right Safety Lever Spring Pin. Start 
this pin by placing it on the mouth of its hole and slipping the 1.5mm S 
“Setting” Punch over it. Tap the punch lightly. Once the pin is started, 
finish driving it into place with the solid 1.5mm Punch. The 2mm Punch 
is used to install or remove the Locking Block Plunger Retainer Pin, the 
Hammer Release Lever Pin, the Ejector Spring Pin, the Firing Pin Catch 
Retaining Spring Pin and the Sear Pin. It is also used to remove the 
Extractor Pin. The 3mm Punch is used to install the Extractor Pin and 
to remove and install the Hammer Pin, Trigger Pin and Hammer Spring 
Cap Spring Pin.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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  With proper care, these Punches should provide years of service. If you 
have any problems with these tools or questions about them, do not hesi-
tate to contact our Technical Support Staff.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.

READ & FOLLOW  THESE

INSTRUCTIONS


