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  Brownells Socket Head Long Blank Screws will allow gunsmiths to fabri-
cate their own custom triggerguard screws. The blank 1⁄4" shaft is the correct 
diameter for the majority of military and commercial encountered actions 
and their guard screw thread dimensions.

 Mauser ('91, '93,'94,'95,'96,'98 military and commercial) 1⁄4 x 22
 Springfield ('03 and '03-A3) 1⁄4 x 25
 Enfield (P-14 and 1917) 1⁄4 x 30
 U.S. Krag 1⁄4 x 25
 SMLE 1⁄4 x 26
 German 88 Commission 1⁄4 x 22
 Greek Mannlicher 1⁄4 x 27
 Italian Carcano 1⁄4 x 25
 Remington (700, 721, 722, 788) 1⁄4 x 28
 Remington 30 1⁄4 x 30
 Savage 110 1⁄4 x 28
 Weatherby MK V 1⁄4 x 28
 Winchester (70, 54) 1⁄4 x 32
 BSA (includes Herters U9) 1⁄4 x 27

  Brownells blank screw kit is close to being universal in its application. In 
addition, the screw blanks are 21⁄4" long, the additional length being advan-
tageous when restocking.

HOW TO USE
  Threads can be cut on screws by two means: 1) By using a lathe with screw 
cutting capabilities, or 2) With a threading die. Either system will work, but 
we recommend the use of a die when working with stock 1⁄4" in diameter or 
less. Brownells stocks 1⁄4" dies in thread pitches of 22, 24, 25, 28, 30, 32 and 
40. For other thread pitches, special order dies can be obtained from a tool 
supply house, or the threads can be cut on a lathe.
  To use a die: Lightly chamfer the end of the screw blank at approximately 
a 30° angle. Do not shorten the screw to length until after the threading is 
complete. When a lathe is available, turn the headstock by hand while the 
die is supported on its rear by the center in order to maintain correct align-
ment. As the die feeds up the shaft, turn the handwheel crank of the tailstock 
to maintain contact. Once the threads are started, lock the headstock by 
engaging backgear and complete the threading by turning the die holder. If 
a lathe is not available to secure the blank screw, clamp the screw vertically 
in your vise, leaving only enough of the shank protruding so the die can be 
started. Loosen the vise and move the screw up and out of the vise as the 
threading progresses.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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  If it is necessary to utilize your lathe’s screw-cutting capabilities, it is 
recommended that you center drill the end of the shank so the material is 
supported by the tailstock during the threading operation.
  The head of the screw is best turned for fitting into the triggerguard bot-
tom metal by means of a lathe, however, if you don’t have one, the screw can 
be chucked into your drill press and the head reduced in diameter by filing 
it while it is turning. You must use light cutting passes in order to maintain 
concentricity. When the threads are cut and the head is the correct diam-
eter, the screw should then be shortened to its proper length. Touch up with 
Oxpho-Blue™ and install.
  6mm: A number of foreign and military firearms utilize guard screws of a 
nominal 6mm diameter. Sometimes you may find these referred to as 15⁄64" 
in various publications. By reducing the diameter of the Brownells Socket 
Head Blank Screws to 6mm, it is possible that they may be threaded for use 
in the following firearms:
Sako
Arisaka (Type 99)
Berthier
Husqvarna
Tradewinds 600
Interarms Mini Mk X
  The use of the correct 6mm threading die or a lathe that can produce 
metric threads is recommended.
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