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  This ceramic stone fits the trigger track (trigger bow opening) in 1911 
Auto pistol frames. It is used to deburr or polish the interior of the frame 
for smooth movement of the trigger.

HOW TO USE
  The frame must be completely disassembled. Use a good quality solvent, 
such as Brownells TCE Cleaner/Degreaser #083-060-024, to thoroughly 
clean and degrease the trigger recess in the frame. The 1911 Auto Trigger 
Track Stone is a quality ceramic stone. The stone can be used dry, but we 
prefer to lubricate with water. Note: If water is used, be sure to clean, dry 
and lubricate the frame when the work is done. Deburr and polish the 
trigger track, the trigger fingerpiece opening in the frame and the frame 
cuts on either side of the sear and hammer.

CLEAN-UP AND CARE
 Use water only as a lubricant when stoning to prevent loose, microscopic 
particles of ceramic abrasive and metal from building up on the surface 
of the stone and clogging the pores. If these particles are allowed to build 
up, the stone’s cutting and polishing ability will be severely limited. Light 
cleaning can be done by stroking the surface of the stone with an ordinary 
rubber eraser. After heavy or extended use, wash the stones in warm, 
soapy water and scrub with a soft brush to thoroughly clean all sharpen-
ing residue from the stone. When not in use, Ceramic Stones should be 
stored in their fitted, plastic tube to protect from dirt, dust and accidental 
breakage.
  IMPORTANT REMINDER: Be sure to thoroughly clean all traces of 
abrasive from any firearm part before reassembly. Any bits of abrasive 
that remain in the gun will continue to cut and could easily damage the 
mechanism.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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READ & FOLLOW  THESE

INSTRUCTIONS


