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WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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HOW TO USE
Disassembly Of Current Production Magazines:

Note:  Current production magazines have a base plate retainer and small 
hole visible on the bottom of the base plate.

 1. Put on safety glasses.
 2. Unload magazine.
  3.  Using a 3/32" punch, compress the base plate retainer button at the 

bottom of the magazine. Insert the tip of the punch into the hole and 
leave the punch in place. 

 4.  Position the tool jaws so the flat crimping tips are seated against the 
magazine tube near the locking tab notches of the base plate. This is 
about midpoint on the sides the magazine tube.

 5.  Apply light pressure to the tool handles to gently compress the maga-
zine tube and use the punch as a lever to slide the base plate slightly 
forward.

 6. Relax the magazine tool and set it aside.
 7. Remove the punch.
 8.  Capture the spring and base plate retainer as you slide the base plate 

completely off the magazine tube.

Disassembly Of Early Production Magazines:

Note:  Early production magazines DO NOT have a base plate retainer or 
hole on the bottom of the base plate.

 1. Put on safety glasses.
 2. Unload magazine.
 3.  Position the tool jaws so the flat crimping tips are seated against the 

magazine tube near the locking tab notches of the base plate. This is 
about midpoint on the sides the magazine tube.

 4.  Apply light pressure to the tool handles to gently compress the maga-
zine tube and slide the base plate slightly forward.

 5. Relax the magazine tool an set it aside.
 6.  Capture the spring as you slide the base plate completely off the maga-

zine tube.

MAGAZINE
TOOL

for GLOCK®

Assembly:

 1. Put on safety glasses.
 2.  Properly orientate the follower and spring and insert them into the 

magazine tube.
 3.  Install base plate retainer so lock button is positioned toward the 

bottom of the magazine tube (current production magazines only).
 4.  Press and hold down the base plate retainer (current production 

magazines) or the bottom of the magazine spring (early production 
magazines) until it is below the bottom lip of the magazine tube.

 5.  Slide the base plate onto the bottom of the magazine and lock it into 
position. Make sure the base plate retainer button is visible and fills 
the hole in the base plate (current production magazines).

 6.  Verify the base plate is locked in position by attempting to push it 
forward off the magazine tube.

  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.
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READ & FOLLOW  THESE

INSTRUCTIONS


