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  Each year more firearms are produced which utilize roll pins. In many 
instances roll pins provide superior holding strength. Yet, at the same time 
the tolerances for the pin holes need not be held as closely.
  Please note that only true Roll Pin Punches should be used to drive roll 
pins. Standard Pin Punches should NEVER be used on a roll pin. Because 
of the hollow, thin wall construction of a roll pin, a standard pin punch will 
often collapse, mar or distort the end of the pin or be driven into, and jammed 
inside, the hollow core of the roll pin.

HOW TO USE
  As with any hardened punch, eye protection MUST BE WORN whenever  
a punch is struck with a hammer or any other metal object. We repeat, 
EYE PROTECTION in the form of safety glasses or a face shield must be 
worn when using hardened steel punches such as the Brownells Roll Pin 
Punches.
  When choosing a Roll Pin Punch, select one that is no larger than the 
compressed diameter of the pin. If a punch is used that is larger than the 
pin, the surrounding metal in which the pin is seated can be damaged. Also, 
a Roll Pin Punch should not be used which is smaller than the compressed 
diameter of the pin. If this occurs, it may be possible to drive the punch 
through the hollow center of the roll pin.
  Roll pin punches are designed with a small projection in the center of 
the pin tip to support the circumference of the roll pin. The tips of Roll Pin 
Punches are NOT FLAT and should NEVER be used on regular solid pins. 
IF a roll pin punch is used on a solid pin, it will mar or mark the pin! USE 
REGULAR SOLID PIN PUNCHES FOR SOLID PINS; USE ROLL PIN 
PUNCHES FOR ROLL PINS!
  If the end of a Roll Pin Punch is damaged or deformed, it should be dis-
carded. It is virtually impossible to regrind the tip of the roll pin punch and 
properly shape the center projection.
  When using a Roll Pin Punch, make sure the axis of the shank of the Roll 
Pin Punch is in line with the axis of the roll pin. DO NOT cant the Roll Pin 
Punch off to one side. When you strike the Roll Pin Punch, hit it directly on  
the top of its head. If you strike the head of the Roll Pin Punch at an angle 
you may bend the shank.

NOTES ON SPECIFIC GUNS
  Ruger SIx Series .38/.357: 1⁄16" Roll Pin Punch is the correct size for the 
roll pins used to secure the Front Sight and the ejector Rod Front Latch. 

WARNING
  Never attempt to disassemble or reassemble a firearm unless you are 
absolutely certain that it is empty and unloaded. Visually inspect the 
chamber, the magazine and firing mechanism to be absolutely certain 
that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see 
if they are available. If they are not available at all, then you should 
consult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application 
it would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.
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PREMIUM
ROLL PIN
PUNCHES

3⁄32" Roll Pin Punch is used on the Retainer for the Trigger Guard Plunger.  
5⁄32" Roll Pin Punch is correct for the Grip Panel Dowel.
  Colt AR-15/M16: 1⁄16" Roll Pin Punch is used on the Charging Handle 
Latch Pivot Pin, the Ejector Retainer Pin, the Windage Drum Roll Pin and 
the Trigger Guard Roll Pin. 5⁄64" Roll Pin Punch is appropriate for removal 
of the Buttplate Door Plunger Retainer Pin and the Gas Tube Roll Pin. The  
3⁄32" Roll Pin Punch should be used to remove the Forward Assist Assembly 
Roll Pin. The 1⁄8" Roll Pin Punch is the correct size for the roll pins used as 
a Trigger Guard Pivot Pin and as the Buffer Retainer Pin. The 3⁄16" Roll Pin 
Punch is not used to drive a roll pin, but is used instead to  set, or stake, the 
rivet securing the upper Sling Swivel Loop.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and 
approved by the manufacturer. If these tests prove satisfactory, test-fire 
the firearm with live ammunition in a SAFE and APPROPRIATE manner. 
IMPORTANT! Start the live ammunition tests by first loading an ACTION 
PROVING DUMMY, then a live round, into the magazine. Only after sev-
eral tests have been conducted in this manner should additional rounds be 
placed in the magazine and fired.

READ & FOLLOW  THESE

INSTRUCTIONS


