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Chosen especially for inclusion in our Service and Armorer’s Kits, the
Brownell Law Enforcement MAGNA-TIP® Clip-Tip handle is designed to
meet the needs of both the professional gunsmith and armorer. The full
length handle provides plenty of grasping surface while the short shank
keeps the user’s hand close to the work piece, resulting in greater stability
and control. The replacement bits are secured by a “C” clip inside the shaft
housing. No other commercially available screwdriver provides greater
strength or versatility.

WARNING
Never attempt to disassemble or reassemble a firearm unless you are

absolutely certain that it is empty and unloaded. Visually inspect the
chamber, the magazine and firing mechanism to be absolutely certain
that no ammunition remains in the firearm. Disassembly and re-
assembly should follow the manufacturer’s instructions. If such in-
structions are not immediately available, contact the manufacturer to
see if they are available. If they are not available at all, then you should
consult other reference sources such as reference books or persons with
sufficient knowledge. If such alternative sources are not available and
you have a need to disassemble or reassemble the firearm, you should
proceed basing your procedures on common sense and experience with
similarly constructed firearms.

With regard to the use of these tools, the advice of Brownells Incor-
porated is general. If there is any question as to a specific application it
would be best to seek out specific advice from other sources and not sole-
ly rely on the general advice and warnings given.

BROWNELLS 870/1100 SCREWDRIVER COMBO
The 870/1100 Screwdriver Combo includes five bits along with the Law

Enforcement Handle. The #445-4 Straight bit is provided for use on the
screw that secures the Magazine Extension Bracket to the Extended Mag-
azine law enforcement model shotguns. The #3 Phillips bit is for use on the
Buttplate Screws while the Extra Long #2 Phillips is provided for use on
those newer shotguns fitted with a Recoil Pad.The 3/16” Hex bit fits the bolt
securing the Pistol Grip to the receiver on those shotguns equipped with
Remington folding stocks. Lastly, the #120-2 Straight bit is used to depress
the spring-loaded extractor Plunger when removing the Extractor from the
870 or 1100. bolt.

BROWNELLS 870/1100 SCREWDRIVER COMBO
Supplied in the Armorer’s Service Kit, the S&W Screwdriver Combo con-

tains three bits in addition to the Law Enforcement Handle. The #210-2
Straight bit can be used for the Strain Screw and the Windage Adjustment
screws and the #150-3 Straight bit is included for use on the Sideplate
Screws. The third and final bit included, the #120-1 Straight fits the slot in
the screw used to attach the Rear Sight Leaf to the frame.

Reassemble the firearm according to the manufacturer’s instructions.
Check for proper functioning using ACTION PROVING DUMMIES. Make
sure ALL SAFETY MECHANISMS are fully functional as designed and ap-
proved by the manufacturer. If these tests prove satisfactory, test-fire the
firearm with live ammunition in a SAFE and APPROPRIATE manner. IM-
PORTANT! If the firearm is a fully or semi-automatic design, start the live
ammunition test by first loading an ACTION PROVING DUMMY, then a live
round, into the magazine. Only after several tests have been conducted in
this manner should additional rounds be placed in the magazine and fired.
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