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 Bolt action rifle receivers are typically difficult to hold in a vise. The thin 
side rails surrounding the ejection port are easily bent and bowed from too 
much pressure and the front ring offers too little surface area for adequate 
purchase. The Brownells Mauser Receiver Holding Fixture provides a 
stable platform to mount a Mauser receiver, with or without the barrel, for 
milling, drilling, polishing and other operations. Plus, it provides complete 
access to the areas of the action that are visible above the stock line, as 
well as the internal bolt race.
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READ & FOLLOW THESE

INSTRUCTIONS
WARNING

  Never attempt to disassemble or reassemble a firearm unless you 
are absolutely certain that it is empty and unloaded. Visually inspect 
the chamber, the magazine and firing mechanism to be absolutely cer-
tain that no ammunition remains in the firearm. Disassembly and reas-
sembly should follow the manufacturer’s instructions. If such instruc-
tions are not immediately available, contact the manufacturer to see if 
they are available. If they are not available at all, then you should con-
sult other reference sources such as reference books or persons with 
sufficient knowledge. If such alternative sources are not available and 
you have a need to disassemble or reassemble the firearm, you should 
proceed basing your procedures on common sense and experience with 
similarly constructed firearms.
  With regard to the use of these tools, the advice of Brownells Incorpo-
rated is general. If there is any question as to a specific application it 
would be best to seek out specific advice from other sources and not 
solely rely on the general advice and warnings given.

HOW TO USE
  Setting Up Your Work: For light duty applications, such as bolt lapping 
or polishing the bolt ways, mount the receiver to the fixture using the 
front and rear tang screws. NOTE: Some actions may require the use of a 
shorter rear tang screw.
  For heavy duty applications, or when mounting the fixture and receiver 
in a vertical mill or drill press, attach the receiver to the fixture with the 
front and rear tang screws and install the clamping block in the bolt race 
to ensure maximum stability.
  Do not rely on the fixture to automatically square the receiver with the 
movement of the milling table. For barreled actions use a dial indicator 
against a machined inside surface such as the bolt race. Stripped receivers 
should indicate against the shank of a Brownells Receiver Facing Mandrel 
#080-098-001 screwed tightly into the receiver’s threads. Once the receiv-
er is attached to the fixture, mount the fixture in your vise or clamp it to 
the drill press or mill table and proceed with the necessary work.
  Reassemble the firearm according to the manufacturer’s instructions. 
Check for proper functioning using ACTION PROVING DUMMIES. Make 
sure ALL SAFETY MECHANISMS are fully functional as designed and ap-
proved by the manufacturer. If these tests prove satisfactory, test-fire the 
firearm with live ammunition in a SAFE and APPROPRIATE manner.
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NOTE: This fixture is designed to accommodate military receivers from 
the '93 series through the '98 and commercial receivers based on the stan-
dard '98 dimensions. Because of the many variations among these receiv-
ers, some clearance cuts on the fixture are necessarily very generous. Use 
common sense and caution in tightening the tang screws when securing 
the receiver to the fixture. Improper tightening can result in bending the 
rear tang.
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